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Anaerobic High Strength Retainer Adhesive



Our anaerobic adhesive is used to lock and fit bushes, bearings, sleeves, pin hubs, pulleys, gears
and other cylindrical parts. Retaining adhesives increase the strength of press fit parts. Allow larger
machining tolerances. Allow components to be sip fitted however giving 2-3 times more torque than
press fitted unit with no assembly stresses. Retaining adhesives come in varying locking strengths,
low medium and high strengths. Temperature range from -55°C to +175°C.  

 

  * Total Surface Contact. 

  * Eliminates Backlash, Corrosion & Fretting. 

  * Slip Fitting Allows Easy Assembly. 

  * Allows Worn or Scored Parts to be Reused without Machining.      



RETAINING  Curing Time  Locking Torque M/mm2    Product Code Description  Max Diameter of
thread Max gap filing  Handling - Mins  Functional - Hrs  Breakaway Prevailing Shear Strength  Temp
Range    53-11 Medium Strenght retainer for the retaining of parts that require subsequent
dismantling. Bearing, Shafts, Bushes, Cogs & Gears retained by 53-11 can be easily removed from
shafts or housing by ordinary tools & methods  M20 0.12mm  10-20 1-3 12-15 16-22 8-12 -55 +150  
83-21 High strentgh retainer - increases torsional strength and enables slip - fited parts to wishstand
higher cyclic loadings. Fast curing - typical fixture time 5 mins. Higher temperature resistance +175
C. Use to retain/seal heavy duty parts such as Cylinder Linings, Splines, Structural Tubing and Drive
Keys. Approved for Oxygen.  M20 3/4" 0.15mm  2-5 1-3 30-35 55-70 20-30 -55 +175   86-86 High
strentgh, very high temperature retainer.Increases torsional strength and gives higher cyclic
loadings. Gives high mechanical stength at high temperature - up to 230 C. Higher gap fill capability
gives a 0.30mm diameter gap fill with a higher push out force allowing manufacturing tolerance to be
greater or product to be used on worn parts. 2" 0.30mm  20-40 3-6 25-30 40-70 15-25 -55 +230





Option Options:

	53-11 x250ml  £127.69 - Shipping weight 0kg

	53-11x 50ml  £29.62 - Shipping weight 0kg

	83-21 x 50ml  £29.62 - Shipping weight 0kg

	83-21 x250ml  £127.69 - Shipping weight 0kg

	86-86 x 250ml  £127.69 - Shipping weight 0kg

	86-86 x 50ml  £29.62 - Shipping weight 0kg


Gasketing



Anaerobic adhesive for sealing flat flange faces. Replaces traditionally cut gaskets, any shape or
size can be achieved by applying the liquid gasketing material to one surface and on assembly the
adhesive will cure to a tough plastic giving a 100% seal which will not shrink, teak, crack or relax, yet
when necessary joints can be easily disassembled and the old sealing material simply removed.
Liquid Gaskets come in varying locking strengths, low, medium and high strengths. Temperature
range from -55ºC - +150ºC. Although other high temperature grades are available up to 230ºC. 

 

  * One product use for any shape or size of gasket. 

  * Seals even on damaged and scored surface – saving the need for re-machining.    Liquid
Gasketing Curling Time Adhesive Strength2    Product Code Description Max Gap Filling Handleing -
mins Funtional - hrs SHEAR ASTM-D 1002 N/mm2 Tensile ASTM-D 2095 N/mm2 Impact ASTM-D
905 N/mm/mm2 Temp Range   58-14 Liquid Gasket replaces traditional pre-cut gaskets. General
purpose flange sealant fills scratches & gouges up to 0.5mm deep. Seals rapidly and has a
continuous optimum operation temperature of 150oC. Used in gear boxes, electrical motors etc.
0.50mm 15-30 3-6 5-10 5-8 5-10 -55 +150   58-31 Flange sealant replaces traditional pre-cut
gaskets, high adhesion together with being flexible product gives increased continuous operating
temperature of 180oC. A high performance application flange sealant, resistant to hot oil & fuel.
0.50mm 10-20 1-3 8-13 7-10 8-15 -55 +150   59-10 Flange sealant replaces traditional pre-cut
gaskets, for use on rigid flanges such as gearboxes for trucks or tractors. Higher continuous
operating temperature of 200oC. 0.50mm 15-30 3-6 5-10 6-8 5-10 +55 +200





Option Options:

	58-14 x 250ml  £82.51 - Shipping weight 0kg

	58-14 x 75ml  £30.49 - Shipping weight 0kg

	58-31 x 250ml  £127.69 - Shipping weight 0kg

	58-31 x 50ml  £29.62 - Shipping weight 0kg

	59-10 x 250ml  £127.69 - Shipping weight 0kg

	59-10 x 50ml  £51.22 - Shipping weight 0kg
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General Purpose Spray Adhesive



This is a heavy duty aerosol adhesive which incorporates a variable spray pattern and gives
exceptionally strong adhesion to a wide range of demanding applications. It is recommended for use
on foam rubber, card and cardboard, paper, fabrics (including carpet backings), wood and plastic
(although not plasticised PVC). 

 

  * Heavy Duty Adhesive. 

  * 500ml Can. 

  * 6 Cans Per Box. 

  * Suitable for Carpets, Foam, Rubber, Cardboard, Fabrics & Wood.





Option Options:

	GPASA Box of 6 Cans (£2.30 per can)  £16.56 - Shipping weight 0kg


Instant Adhesive – Super Glue – Loxeal IST 43



Cyanoacrylate adhesives for instant and structural bonding of rubbers, metals, ceramics, leather,
plastics, wood composite materials. Loxeal cyanoacrylates or super glues are used extensively for
bonding a vast range of substrates offering extended performance capability over conventional super
glues by curing with increased strength, surface insensitivity, low odour/no odour and high
temperature resistance. 

 

  * Bonds in Seconds. 

  * Increases Production Rate. 

  * Bonds a Wide Range of Materials. 

  * Single Part – No Mixing Required. 

  * No Wastage. 

  * Specials Equipment Not Required. 

  * 20gm Bottle. 

  * Minimum order of 5.       ISTANT - CYANOACRYLATE ADHESIVES   GAP FILLING  (MICRONS)
SPEED OF BONDING (1-5) *1=LOW, 5=HIGH SPEED  



TENSILE TRENGTH DIN 53283 S N/mm2  



SHEAR STRENGH DIN 53283 (N/MM2)  IMPACT STRENGTH   Ist 29  Rubber toughened grade for
bonding metal parts where the bond must endure heavy peel loads. Toughened adhesive which also
gives high humidity resistance.  10-200 1 18-25 13-18 13-18   Ist 32  Specific plastics extended
grade for rapid bonding of rubbers & plastics. Even EPDM rubber. Take just 5 seconds.  10-40 5 18-
25 13-18 13-18   Ist 43  Surface insensitive for the bonding of acidic parts, cork, leather, wood etc.
General purpose bonding of most materials, rubbers, plastics, metals, ceramics etc.  10-150 4 22-25
15-20 15-20   Ist 63  Odour Free, non-blooming for bonding sensitive parts where an unmarked
appearance is critical or where fumes could be a problem - I.e electronic assemblies.  10-150 1 10-
25 14-22 15-20





Option Options:

	IST 29 x 20grm  £24.86 - Shipping weight 0kg

	IST 29 x 50grm  £54.74 - Shipping weight 0kg

	IST 32 x 20grm  £19.70 - Shipping weight 0kg

	IST 32 x 50grm  £43.46 - Shipping weight 0kg

	IST 43 x 20grm  £12.95 - Shipping weight 0kg

	IST 43 x 50grm  £32.38 - Shipping weight 0kg

	IST 63 x 20grm  £24.86 - Shipping weight 0kg

	IST 63 x 50grm  £54.74 - Shipping weight 0kg




 

 

Page 5 of 50

Structural Adhesive



Our structural adhesive is a two part bonder which gives tough resilient bonds on most plastics,
wood and glass, composites and metals. 100% solid with 1:1 mixing ratio. This adhesive has a
curing speed of 4-5 minutes and has a fill capacity of 3-4mm. 

 

  * 50ml or 380ml.  

  * 2 Part Adhesive. 

  * High Bond.  

  * 3-4mm Fill Capacity.  

  * 4-5 Minute Cure Speed.  

  * Resilient up to 200°C when Paint Baking.  

  * 100% Solid.  

  * 1:1 Mixing Ratio.  

  * Suitable for Plastics, Metals, Wood, Glass & Composites.  

  * Minimum Purchase of 5 Cartidges.     TECHNICAL PERFORMANCE TECHNICAL
PERFORMANCE CHEMICAL RESISTANCE           STEEL - STEEL DIPPED FOR 7 DAYS AT 200C  
Typical bond strenths - METALS KG/cm2 Typical bond strenths - PLASTICS KG/cm2   KG/cm2
%LOSS   STEEL - STEEL 218 POLYESTER - POLYESTER 31 BLANK NOT DIPPED 283 0  
ALUMINIUM - ALUMINIUM 224 RIGID PVC - RIGID PVC 35* PETROL 246 13   COOPER -
COOPER 244 ABS - ABS 47 WATER 225 20   STAINLESS - STAINLESS 204 STYROL - STYROL
24 CAUSTIC SODA 223 21   BRASS - BRASS 228 EPOXY FPR - EPOXY FPR 84* XYLENE 195 31
  CHROME - CHROME 162 PHENOR FPR - PHENOR FPR 65* ETHYL ACETATE 91 68   NICKEL -
NICKEL 193             ZINC - ZINC 214 *SUBSTRATE FAILURE   *SUBSTRATE FAILURE    





Option Options:

	3295 x 380ml  £127.88 - Shipping weight 0kg

	3295 x 50ml  £19.84 - Shipping weight 0kg

	Mixing Gun  £46.85 - Shipping weight 0kg

	Nozzles (Bag of 50)  £29.88 - Shipping weight 0kg


Superdots/Gluedots



Our superdots offer a cost-effective alternative to hot metal adhesives, glue guns or slow drying
glues; no more burns, fumes or mess and no more expensive dispensing equipment. Superdots are
the latest development in Hi Tech fastening, using a unique manufacturing process extruded shaped
pressure sensitive hot melt adhesive is formed onto a custom developed release liner. Each roll has
5000 dots per roll and available in easi, mid or ultra tack. 

 

  * 5000 Dots per Roll. 

  * Easi, Mid or Ultra Tack Available. 

  * Instant Bond. 

  * No Machinery Required. 

  * No Warm Up Time. 

  * No Setting Time. 

  * Perfect for attaching items to magazines e.g. CD’s, Free Samples, Flyers.





Option Options:

	Easi 5 roll pack (£17.40 per roll)  £104.40 - Shipping weight 0kg

	Mid 5 roll pack (£17.40 per roll)  £104.40 - Shipping weight 0kg

	Ultra Tak 5 roll pack (£17.40 per roll)  £104.40 - Shipping weight 0kg




 

 

Page 6 of 50

Thread Locking



Anaerobic adhesives for the locking and sealing of threaded components – nuts. Bolts, screws, studs
etc. They resist loosening caused by vibration, mechanical and temperature shock. Thread locking
adhesives come in varying strengths, low, medium and high strengths. Temperature range from -
55ºC to +150ºC. Although other high temperature grades are available up to 230ºC. 

 

  * Converts any threaded fastener to a locking fastener. 

  * Can select required strength. 

  * Allows threaded parts to be reused. 

  * Completely seals thread against corrosion and leaks. 

  * Superior vibration resistance.    Thread Locking Curling Time Locking Torque N.m    Product Code
Description Max Diameter of thread Max gap filing Handleing - mins Funtional - hrs Breakaway
Prevailing Shear Strength Temp Range oC   24-18 Low strength threadlocker for screw, nuts & small
fasteners. Removable grade. M24 0.20mm 15-30 1-3 4-8 2-4 3-5 -55 +150   55-03 Medium Stregth
threadlocker for nuts, bolts & threaded parts. Oil tolerant use - can be used on as recived parts.
Approved for Gas and Portable Water. M36 0.25mm 10-20 1-3 17-22 8-12 9-13 -55 +150   83-54
High strength stud locker for the permanent locking studs, bolts, nuts etc. Approved for gas. M20
0.15mm 10-20 1-3 28-35 50-65 15-20 -55 +150   86-72 High strength, High temperature resistance -
up to 230





Option Options:

	24-18 x 250ml  £127.69 - Shipping weight 0kg

	24-18 x 50ml  £29.62 - Shipping weight 0kg

	55-03 x 250ml  £127.69 - Shipping weight 0kg

	55-03 x 50ml  £29.62 - Shipping weight 0kg

	83-54 x 250ml  £127.69 - Shipping weight 0kg

	83-54 x 50ml  £29.62 - Shipping weight 0kg

	86-72 x 250ml  £127.69 - Shipping weight 0kg

	86-72 x 50ml  £29.62 - Shipping weight 0kg


Threadsealing



Anaerobic adhesive to seal and lock threaded joints from gas, air, water, oil, oxygen and industrial
fluids replacing hemp and PTFE tape. Threadsealants come in varying locking strengths, low,
medium and high strengths. Temperature range from -55ºC - +150ºC. Although other high
temperature grades are available up to 230ºC. 

 

  * Will not shred, creep or shrink. 

  * Simple, fast application improves productivity. 

  * Mechanical strength ensures superior vibration resistance. 

  * No need to wrench tight allows elbows to be positioned as required. 

  * Excess sealant can be flushed preventing contamination or clogging.    THREADSEALING Curing
Time Locking Torque M/mm2    Product Code Description thread Max gap filling Handleing - mins
Funtional - hrs Breakaway Prevailing Shear Strength Temp Range   18-10 High viscosity PTFE
Threadsealent for sealing against liquids & gasses. Replaces tapes, pastes and hemp. When fully
cured will seal to the burst pressure of the pipe. Approved Worldwide for Gasses & Potable water.
M80 3" 0.30mm 20-40 1-3 7-10 2-4 4-6 -55 +150   53-14 Hydraulic sealant replaces tapes, pastes,
compression joints & expensive self sealing fittings, simultaneously locking and sealing fine &
parallel threads up to 20mm diameter. Recommended for pneumatic and hydraulic systems -
particularly those subject to vibration. Approved for gas. M20 3/4" 0.15mm 10-20 1-3 12-16 18-24 8-
12 -55 +150   58-11 Semi-permanent High viscosity PTFE pipe sealant for sealing agents liquids and
gases. Replaces tapes, pastes and hemp. When fully cured will seal to busts pressure of pipe.
Approved for high pressure gas, LPG, Portable water and oxygen. M80 3" 0.50mm 15-30 1-3 18-22
10-14 6-13 -55 +150   85-86 High strength & high temperature resistant threadlocker sealing against
liquids and gases. Replaces tapes, paste and hemp and when fully cured will seal to burst pressure
of pipe. High Temperature resistance -200.oC. M56 2" 0.25mm 20-40 6-12 28-36 35-35 15-25 -55
+200





Option Options:

	18-10 x 250ml  £82.50 - Shipping weight 0kg

	18-10 x 50ml  £20.34 - Shipping weight 0kg

	53-14 x 250ml  £127.69 - Shipping weight 0kg

	53-14 x 50ml  £29.62 - Shipping weight 0kg

	58-11 x 250ml  £82.51 - Shipping weight 0kg

	58-11 x 75ml  £30.49 - Shipping weight 0kg

	86-86 x 250ml  £127.69 - Shipping weight 0kg

	86-86 x 50ml  £29.62 - Shipping weight 0kg
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Tremsil LMA



Tremsil LMA is a low to mid modulus acetoxy curing silicone sealant which cures rapidly to form a
permanently flexible, weather tight, rubber seal with good adhesion to glass and glazed surfaces as
well as some metals and plastics.  

 

  * White or Translucent in Colour. 

  * Acetoxy Cure. 

  * Silicone. 

  * Application Temperature Range 5°C - 40°C. 

  * Service Temperature Range -40°C +100°C. 

  * Approx 30 minutes Open Time. 

  * 310ml Tube. 

  * Available in Clear or White.  

  * Good Adhesion to Glass/Glazed Surfaces. 

  * Minimum order of 12 Tubes.



Colour Options:

Clear, White



Option Options:

	TREM  £2.39 - Shipping weight 0kg


Webbgrip Gap Filling Adhesive



Webbgrip Gap Filling Adhesive is a general purpose high bond strength synthetic resin adhesive with
good gap filling properties. It has high initial grab and can be used in a variety of bonding
applications. Typical examples of use are fixing aluminium and PVCu nosings and extrusions to
concrete and wooden stairs. Carpet gripper systems to most sub floors without using tacks or nails.
Most types of wall cladding, direct wall studding, internal wall surfaces or timber battens. Direct fixing
of battens, architrave to walls without other fixings. Fixing floor boarding and skirting boards.
Adhesion is excellent to brick, concrete, blockwork, wood, plywood, chipboard, hardboard,
plasterboard, insulation materials (except polystyrene), laminated plastics metals and ceramics.  

 

  * 310ml Cartridge. 

  * 25 Cartridges in a Pack. 

  * High Strength. 

  * Application Temperature Range: 5°C - 40°C. 

  * Service Temperature Range: -40°C - 100°C. 

  * Approx 60 minutes Open Time. 

  * 48 Hours Ultimate Bond Strength. 

  * Light Buff in Colour. 

  * Minimum order of 12 Tubes.





Option Options:

	WEBB  £2.89 - Shipping weight 0kg




Environmental Control
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Canadian Rigger Glove



Our Canadian rigger gloves are manufactured from a high quality grey chrome leather with
rubberised cuff to offer vein protection. Each glove has elasticated back and is palm lined for comfort
and fit. Our Canadian rigger gloves will protect your hands and help you to maintain a good grip. 

 

  * Grey Chrome Leather. 

  * Palm Lined. 

  * Elasticated Back. 

  * Rubberised Cuff. 

  * Supplied Individually or in a Pack of 12 Pairs.





Option Options:

	CRGL1 One Pair  £1.80 - Shipping weight 0kg

	CRGL Pack of 12 Pairs  £17.14 - Shipping weight 0kg


Direct Vent Safety Goggles



Our Direct Vent Safety Goggles consists of a moulded frame manufactured from transparent PVC
complete with tough polycarbonate lens. These goggles are flexible, tough; and resist oils, chemicals
and water. 

 

  * Conforms to EN 166.1.B 

  * Direct Ventilation in Frame. 

  * Flexible yet Tough. 

  * Eye Protection with Comfort.





Option Options:

	DVSG  £1.38 - Shipping weight 0kg


EAR Classic Foam Ear Plugs



Our ear plugs are made from a soft energy absorbing polymer foam which provides excellent hearing
protection and all day comfort. 

 

  * 250 Pairs Per Box 

  * One Size. 

  * Yellow in Colour. 

  * Conforms to EN 352-2 H=30 M=24 L=22 SNR=28





Option Options:

	EARP [250 Pairs]  £42.38 - Shipping weight 0kg


FFP3 Valved Respirator



Protects against fine toxic dusts, fumes, water and oil based mists/aerosols. Ventex-valve reduces
heat and humidity within the mask. 

 

  * Assigned Protection Factor = 20 

  * Conforms to EN 149 FFP3D 

  * 5 Per Box. 

  * One Size.





Option Options:

	FFP3VR Box of 5  £15.92 - Shipping weight 0kg
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Medium Grip Kevlar® Glove



100% Kevlar® standard weight glove with double sided blue dot coating. The Kevlar® glove offers
outstanding abrasion resistance for palm and reinforced thumb crotch for added protection in high
wear area. 

 

  * Blue Polka Dot Grip. 

  * Yellow in Colour. 

  * Conforms to EN388 

  * Supplied Individually or in a Pack of 12 Pairs.





Option Options:

	MGKG One Pair  £11.00 - Shipping weight 0kg

	MGKG  Pack of 12 Pairs  £112.18 - Shipping weight 0kg


Op-Tema Safety Spectacles



Op-Tema safety spectacles are a single piece, anti-scratch 6 base spherical polycarbonate lens
offering clear & unobstructed vision. Our spectacles have fully adjustable side arms for optimum fit
and soft nose pads for added comfort. Absorbs 99.9% of UV radiation up to 385nm. Neck cord
provided with each pair. 

 

  * Virtually Weightless 

  * Best Wearing Comfort. 

  * Soft Nose Pad. 

  * UV Protection. 

  * Anti-scratch Lenses. 

  * Supplied with Neck Cord.





Option Options:

	OPTG  £3.83 - Shipping weight 0kg


Pronatur Orange Solvent

Model: POSS



Pronatur Orange Solvent is a specially formulated blend of degreasing solvents and citrus based
cleaning agents designed for use in industrial applications. The product offers superior penetration
and cleaning of difficult to remove contaminants, mineral oils, greases, tar/bitumen, semi-cured
adhesives and sealants, uncured paints/varnishes and oil based printing inks. Pronatur Orange
Solvent is fully biodegradable and not miscible, but can be washed off with water therefore making it
ideal for use where oil / water separation equipment is employed to minimise waste disposal.  

 

  * Non-Hazardous.  

  * Non- Flammable.  

  * Biodegradable.  

  * Degreasing Agent.  

  * 400ml Trigger Spray. 

  * Sold Individually.





£13.02



Option Options:

	POSS  £15.62 - Shipping weight 0kg
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TAKmats S.D.A



The TAKmat is made of thirty-six layers of absorbent material, so when the top layer is saturated,
you simply peel it off to reveal a new, sparklingly clean layer underneath! As there are thirty-six
layers, the mat remains consistently clean for longer. And because the individual layers are so light
and flexible, they can be easily and safely disposed of - eliminating the need for costly external
collection and removal schemes. They are perfect for use in factories, paint spray booths,
laboratories, offices, electronics or automotive industries and construction sites in fact almost
anywhere! 

 

  * Peel to Reveal Clean Layer when Required. 

  * Enclosed in a Heavy Duty Plastic Frame. 

  * Super Dust Absorbent Foam Interior. 

  * SDA2 - 104 x 91cm. 

  * SDA3 - 61 x 91cm 

  * Supplied in a Pack of 2. 

  * 36 Layers. 

  * Helps prevent Workplace Slips and Falls.





Option Options:

	TAKSDA2 pack of 2  £311.83 - Shipping weight 0kg

	TAKSDA3 pack of 2  £212.36 - Shipping weight 0kg


The Original TAKrags



The original TAKrag is a general purpose medium tack cotton fabric, TAKrag used in any area for the
removal of dust contamination. The original TAKrag is an ideal tool in the fight against contamination
and is available in a pack of 50 rags. The original TAKrags are impregnated by special resin, which
holds the dust elements, fibres and dirt from the products just before their painting. Manufacturers of
cars, plastics, but also electronics use these rags not only before painting, but also for maintenance
of clean production lines, cleaning forms etc. 

 

  * Medium Tack 

  * Cotton Fabric. 

  * Pack of 50. 

  * Used for Removal of Contamination.





Option Options:

	TAK Pack of 50  £17.75 - Shipping weight 0kg
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1-10 Persons First Aid Kit



  * Statutory Workplace First Aid Kit. 

  * Fully Stocked and Compliant with Health & Safety (HSE) Regulations. 

  * Suitable for 1-10 Persons. 

  * Contents are Clearly Identified on the Back of Case in English, French, German, Dutch,
Portuguese, Italian & Spanish. 

  * Size 29.5 x 22.5 x 11.7cm. 

  * Durable Hinged Case.   Kit Contents   Item 1-10   First Aid Guidance Leaflet  1   Sterile Wash-
proof Plasters 20   Sterile Eye Pads with Bandage 2   Triangular Bandages 4   Safety Pins 6   Sterile
Dressings with Pad (Med) 6   Sterile Dressings with Pad (Lge) 2   Moist Wipes 10   Disposable Latex
Gloves (Pair) 1





Option Options:

	FAK1  £17.50 - Shipping weight 0kg


11-20 Persons First Aid Kit



  * Statutory Workplace First Aid Kit. 

  * Fully Stocked and Compliant with Health & Safety (HSE) Regulations. 

  * Suitable for 11-20 Persons. 

  * Contents are Clearly Identified on the Back of Case in English, French, German, Dutch,
Portuguese, Italian & Spanish. 

  * Size 29.5 x 22.5 x 11.7cm. 

  * Durable Hinged Case.   Kit Contents   Item 11-20   First Aid Guidance Leaflet  1   Sterile Wash-
proof Plasters 40   Sterile Eye Pads with Bandage 4   Triangular Bandages 6   Safety Pins 12  
Sterile Dressings with Pad (Med) 9   Sterile Dressings with Pad (Lge) 3   Moist Wipes 10  
Disposable Latex Gloves (Pair) 2





Option Options:

	FAK11  £23.35 - Shipping weight 0kg


21-50 Persons First Aid Kit



  * Statutory Workplace First Aid Kit. 

  * Fully Stocked and Compliant with Health & Safety (HSE) Regulations. 

  * Suitable for 21-50 Persons. 

  * Contents are Clearly Identified on the Back of Case in English, French, German, Dutch,
Portuguese, Italian & Spanish. 

  * Size 29.5 x 22.5 x 11.7cm. 

  * Durable Hinged Case.    Kit Contents   Item 21-50   First Aid Guidance Leaflet  1   Sterile Wash-
proof Plasters 60   Sterile Eye Pads with Bandage 6   Triangular Bandages 8   Safety Pins 12  
Sterile Dressings with Pad (Med) 12   Sterile Dressings with Pad (Lge) 4   Moist Wipes 20  
Disposable Latex Gloves (Pair) 3





Option Options:

	FAK21  £34.50 - Shipping weight 0kg


Accident Book



  * Required by Law. 

  * Every business must hold an accident book to record accidents to employees and visitors. 

  * Satisfies all requirements of the Social Security Administration Act 1992 and the Data Protection
Act 1996. 

  * Space to record a total of 53 incidents. 

  * Provides a quick and easy system to record accidents in the workplace.





Option Options:

	FACCB  £5.00 - Shipping weight 0kg
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Accident Book Station



  * Ensure you Comply – Make Sure your Accident Book is clearly Visible.. 

  * Supplied with a Free Accident Book. 

  * Quick release wall fixing bracket and allows the book to be taken to the incident location. 

  * Bracket Features Label for Easy Kit Identification. 

  * Ideal for Storing Records on the Wall. 

  * Screws not Included.





Option Options:

	FACCS  £30.00 - Shipping weight 0kg


Emergency Eye Wash Kit



  * Features two 500ml bottles of sterile eyewash solution. 

  * Kit also includes two sterile eye pad dressings for treating wounds. 

  * Kits can be combined to form a customised First Aid Point. 

  * Modular Kits are suitable for moving vehicles – kits lock into place on the bracket. 

  * Self-supporting hinged lid allows modular kit to be opened and worked with, while mounted on the
backplate. 

  * Quick release allows Modular kit to be taken to the incident location. 

  * Durable hinged case includes bottle stabilisers to hold contents firmly in place. 

  * Eyewash Kit can also accommodate a bracket header





Option Options:

	EYEK  £21.65 - Shipping weight 0kg


First Aid Haversack



  * Compact Haversack with 8 Internal Compartments. 

  * Double Zip Closure. 

  * High Visibility Strip – Easy to find in Dark Conditions. 

  * Adjustable Nylon Shoulder Strap. 

  * Durable Water Resistant Nylon Bag. 

  * Great for School Trips. 

  * Size 32 x 20 x 22cm.   Kit contents   Item    First Aid Guidance Leaflet 1   Sterile Wash-proof
Plasters 20   Sterile Fabric Plasters 20   Sterile Eye Pads with Bandage 4   Triangular Bandages 6  
Safety Pins 12   Micoroporous Tape 1   Sterile Dressings with Pad (Med) 9   Sterile Dressings with
Pad (Lge) 3   Moist Wipes 10   Cool Gel Sachets 3   Disposable Latex Gloves (Pair) 2   Eye Wash
Bottle (150ml) 2   Eye Wash Pods (20ml) 5   Instant Cold Pack 1   Clothing Cutters 1   Dressing
Scissors 1   Emergency Foil Blanket 1   Life Aid Resuscitator  2   Self Seal Waste Bags 6





Option Options:

	FAHAV  £65.00 - Shipping weight 0kg


First Aid Kit with Fire Extinguisher



  *  1-10 Persons. 

  * Fully Stocked First Aid Kit to Comply with Health & Safety Regulations. 

  * Includes 950g BC Powder Fire Extinguisher with 34B rating for Liquid and Electrical Fires. 

  * Strong Durable Hinged Case. 

  * Self Supporting Hinged Lid allows kit to be opened and worked with. 

  * Internal Shelf Keeps Kit Contents Organised. 

  * Size 29.5 x 33.1 x 11.7 cm.   Kit Contents   Item 1-10   First Aid Guidance Leaflet  1   Sterile Wash-
proof Plasters 20   Sterile Eye Pads with Bandage 2   Triangular Bandages 4   Safety Pins 6   Sterile
Dressings with Pad (Med) 6   Sterile Dressings with Pad (Lge) 2   Moist Wipes 10   Disposable
Gloves (Pair) 1   BC Powder 950g Fire Extinguisher 1





Option Options:

	FAKFIRE  £75.00 - Shipping weight 0kg
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First Aid Signs



  * Semi-rigid 0.7mm Flexible Plastic. 

  * Easily Punched or Drilled for Fixing. 

  * Durable. 

  * Large – 300 x 200mm. 

  * Small – 150 x 300mm.





Option Options:

	FAS1 – Large First Aiders List  £6.35 - Shipping weight 0kg

	FAS2 – Large Nearest First Aid Box  £6.35 - Shipping weight 0kg

	FAS3 – Small First Aid Box  £4.75 - Shipping weight 0kg

	FAS4 – Small First Aider Located  £4.75 - Shipping weight 0kg
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75mm Barrier Hazard Tape



Our Non-Adhesive Barrier Taped polythene barrier tape that is used both as a warning and to
segregate areas quickly and efficiently when the need arises.. It is a quick and easy way of drawing
your attention to something that may not be clearly visible. 

 

  * Red & White in Colour.  

  * Non-Adhesive.  

  * 500m Roll. 

  * 75mm Wide.





Option Options:

	HAZZ-75  £5.98 - Shipping weight 0kg


Double Sided Banner Tape



Our Banner Tape is a versatile white PVC based double sided tape used for hemming or fastening
banners. It can be used as a temporary fixing until the banner is stitched (for extra security), or as a
permanent bond by itself. Due to the thickness and flexibility of the material it is suitable for bonding
most PVC banner materials, or even rough/uneven surfaces.  

 

  * White in Colour. 

  * Temperature Resistance 60°C. 

  * UV Resistant. 

  * Not Hand Tearable 

  * 50m Roll. 

  * Bonds flexible PVC banner material 

  * 25mm Wide. 

  * Minimum order of 6 rolls.





Option Options:

	DSBAN-25mm width  £10.75 - Shipping weight 0kg


Double Sided Cloth Tape



Our Double Cloth Tape is a synthetic net carpet tape with a white adhesive. Suitable for use with
carpet laying, unplasticized vinyl or temporary flooring in general. 

 

  * White in Colour. 

  * Rubber Adhesive. 

  * 0.265mm Thick. 

  * Temperature Resistance -10 to 60°C. 

  * Peel Adhesion to Steel: 1300 N/25mm. 

  * Not UV Resistant. 

  * Not Hand Tearable 

  * 50m Roll. 

  * Perfect for Carpet Laying etc. 

  * 50mm Widths. 

  * 24 Rolls in a Pack.





Option Options:

	DSCLOTH-50mm width per box of 12 rolls (£6.40 per roll)  £92.16 - Shipping weight 0kg
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Double Sided Foam Tape



Our double sided polyethylene foam tape offers excellent resistance to UV, weathering, oxidation
and fungi. This foam tape is ideal for display, point of sale, wobblers, signage and general
promotional material. Supplied in 50m rolls. 

 

  * White in Colour. 

  * Solvent Acrylic Adhesive. 

  * 1mm Thick. 

  * Temperature Resistance -10 to 60°C. 

  * Peel Adhesion to Steel: M.D. 400 C.D. 265 

  * UV Resistant. 

  * Not Hand Tearable 

  * 50m Roll. 

  * Perfect Uneven Surfaces, Wood & Plastics. 

  * 12mm & 25mm Widths.





Option Options:

	DSFOAM-12mm width per box of 25 rolls (£5.31 per roll)  £159.30 - Shipping weight 0kg

	DSFOAM-25mm width per box of12 rolls (£11.04 per roll)  £158.98 - Shipping weight 0kg


Double Sided Perm-Peel Tape



Our Double Sided Perm-Peel Tape is exactly what it says it is! A double sided, acrylic tape coated
with a permanent and peelable pure acrylic adhesive. This tape is UV stable and designed for
display and promotional material as the tape will peel cleanly from glass leaving no adhesive residue.
Perfect for poster displays in windows. 

 

  * Clear in Colour. 

  * Emulsion Acrylic Adhesive. 

  * 0.050mm Thick. 

  * Temperature Resistance -20 to 120°C. 

  * UV Resistant. 

  * Not Hand Tearable 

  * 50m Roll. 

  * Suitable for Glass & Ceramics. 

  * Perfect for Posters Displays in Windows. 

  * Peels Cleanly – Leaves No Residue. 

  * 25mm & 50mm Widths.





Option Options:

	DSPERM-25mm width per box of 36 rolls (£3.24 per roll)  £118.80 - Shipping weight 0kg

	DSPERM-50mm width per box of24 rolls (£6.46 per roll)  £158.11 - Shipping weight 0kg


Double Sided Polyester Tape



Our double sided polyester tape is an aggressive double sided tape designed for use in a multitude
of applications. It will bond most plastics, metals, glass, ceramics, paper and board and is extremely
economical tape that gives an excellent performance in extreme conditions, resisting temperatures
up to 140°C. It is commonly used in sign manufacturing, graphics, point of sale and many other
manufacturing environments. 

 

  * Clear in Colour. 

  * Polyester Adhesive. 

  * 0.21mm Thick. 

  * Temperature Resistance -10 to 140°C. 

  * Peel Adhesion to Steel: 25 N/25mm. 

  * UV Resistant. 

  * Not Hand Tearable 

  * 50m Roll. 

  * Suitable for Sign Making. 

  * High Permanent Bond with Metals, Plastics & Glass. 

  * 12mm, 19mm & 25mm Widths. 

  * Minimum order of 3 rolls.





Option Options:

	DSPOLY-12mm width  £3.74 - Shipping weight 0kg

	DSPOLY-19mm width  £6.41 - Shipping weight 0kg

	DSPOLY-25mm width  £6.94 - Shipping weight 0kg
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Exhibition Carpet Tape – NEC Approved.



Our NEC approved exhibition tape is a printed 60 micron white low density polyethylene film carrier,
coated on the open side with a low tack peelable adhesive and on the closed side with high tack
permanent adhesive, with an 80g white release liner. The film is sideways tearable and perfect for
laying carpet in exhibition halls. 

 

  * Paper Backing. 

  * White in Colour. 

  * Natural Rubber Adhesive. 

  * Peel Adhesion to Steel: 7 N/25mm.v 

  * Not UV Resistant. 

  * Hand Tearable 

  * 50m Roll. 

  * Suitable for Temporary Carpet Laying in Exhibition Halls.v 

  * 50mm Wide. 

  * 24 rolls per box





Option Options:

	EXCAR-50 per box of 24 rolls (£6.76 per roll)  £162.43 - Shipping weight 0kg


Fingerlift Double Sided Tissue Tape



This tape is a double sided economy fingerlift tissue tape with a white liner. Our tissue tape gives
reasonable conformity to uneven surfaces whilst adding a degrees of stretch resistance to foam
products. This is an economical product utilising an 18gsm tissue and 70gsm white liner. This tissue
tape is ideal for both lamination and paper/board assembly where cost is a deciding factor. Perfect
for use around the office and home for fixing signs, paper to paper, paper to card etc. 

 

  * Clear in Colour. 

  * Rubber Adhesive. 

  * 0.080mm Thick. 

  * Temperature Resistance -10 to 60°C. 

  * Peel Adhesion to Steel: 1200 N/25mm. 

  * Not UV Resistant. 

  * Hand Tearable 

  * 50m Roll. 

  * Perfect for Use with Paper & Board, Fixing Paper to Paper etc. 

  * 12mm Wide. 

  * 40 Rolls in a Pack.





Option Options:

	FLIFT-50mm width per box of 40 rolls (£1.21 per roll)  £58.08 - Shipping weight 0kg


General Purpose Masking Tape



Nopi 4349 is a slightly creped paper masking tape with a natural rubber adhesive. This tape is
suitable for general purpose applications such as masking, holding, sealing, fixing and light duty
packaging. 

 

  * Paper Backing. 

  * Natural in Colour. 

  * Natural Rubber Adhesive. 

  * 0.125mm Thick. 

  * Peel Adhesion to Steel: 7 N/25mm. 

  * Temperature Resistance to 40°C. 

  * Not UV Resistant. 

  * Hand Tearable 

  * 50m Roll. 

  * Suitable for General Packing, Cardboard Cartons. 

  * 25mm width 72 rolls per box  

  * 50mm width 36 rolls per box





Option Options:

	4349-25mm per box of  72 rolls (£0.67 per roll)  £57.89 - Shipping weight 0kg

	4349-50mm per box of 36 rolls (£1.42 per roll)  £61.34 - Shipping weight 0kg
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High Bond Gel Tape



Our high bond gel tape is one of the strongest double sided tapes we offer. This tape performs well
in very cold or very hot environments. Our high bond gel tape will bond materials of a heavy or
awkward nature, with the added advantage that if it ever needs to be removed it will do so relatively
cleanly. Shows excellent adhesion levels with glass ceramics, metals and plastics and will conform to
smooth or rough surfaces. 

 

  * Clear in Colour. 

  * Acrylic Adhesive. 

  * 0.05mm – 1mm Thick. 

  * Temperature Resistance 150°C. 

  * Peel Adhesion to Steel: 43 N/25mm. 

  * UV Resistant. 

  * Not Hand Tearable 

  * 33m Roll. 

  * Suitable for Glass, Ceramics, Metals & Plastics. 

  * High Permanent Bond with Metals, Plastics & Glass. 

  * 12mm, 19mm & 25mm Widths.





Option Options:

	HBOND-12mm width  £16.93 - Shipping weight 0kg

	HBOND-19mm width  £26.83 - Shipping weight 0kg

	HBOND-25mm width  £35.29 - Shipping weight 0kg


PVC Electrical Insulating Tape



Our PVC tape can be used in most electrical and insulation related work.  

 

  * Available in 10 Colours.  

  * UV Resistant.  

  * Hand Tearable  

  * 33m Roll.  

  * Insulation & Electrical Work.  

  * 25mm Wide.  

  * 36 Rolls in a Pack.  

  * Other Widths available please call 014353 665141.



Colour Options:

Black, Blue, Brown, Green, Grey, Orange, Red, White, Yellow, Green / Yellow



Option Options:

	INSUL-25mm width per box of 36 rolls (£0.71 per roll)  £30.67 - Shipping weight 0kg


Self Adhesive Black/Yellow Floor Tape



Our self adhesive barrier tape is a striped PVC tape used for identifying potential dangers or hazards
on floors, low ceilings, steps or unexpected obstructions. It is a quick and easy way of drawing your
attention to something that may not be clearly visible. 

 

  * Black & Yellow in Colour. 

  * Not Hand Tearable 

  * 33m Roll. 

  * 50mm Wide.





Option Options:

	HAZZBY-50mm width  £2.98 - Shipping weight 0kg
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Self Adhesive Red/White Floor Tape



Our self adhesive barrier taped is a striped PVC tape used for identifying potential dangers or
hazards on floors, low ceilings, steps or unexpected obstructions. It is a quick and easy way of
drawing your attention to something that may not be clearly visible. 

 

  * Paper Backing. 

  * Red & White in Colour. 

  * Natural Rubber Adhesive.v 

  * 0.125mm Thick. 

  * Peel Adhesion to Steel: 7 N/25mm. 

  * Temperature Resistance to 40°C. 

  * Not Hand Tearable 

  * 33m Roll. 

  * Suitable for General Packing, Cardboard Cartons. 

  * 50mm Wide.





Option Options:

	HAZZ-50mm width  £3.41 - Shipping weight 0kg




Industrial Signs
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